XA945

Product Characteristics

- Product Type: XA945 / AZ331
- Available Grits: P40 – P120

<table>
<thead>
<tr>
<th>Grits</th>
<th>24</th>
<th>36</th>
<th>40</th>
<th>60</th>
<th>80</th>
<th>100</th>
<th>120</th>
<th>150</th>
<th>180</th>
<th>210</th>
<th>240</th>
<th>320</th>
<th>400</th>
</tr>
</thead>
<tbody>
<tr>
<td>*</td>
<td>*</td>
<td>*</td>
<td>*</td>
<td>*</td>
<td>*</td>
<td>*</td>
<td>*</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

- Backing Material: X-wt (100 % Cotton)
- Bonding: Resin over Resin
- Grain Type: Zirconia & heat treated Alumina
- Coating: Close coat
- Available Forms: Flap wheels and discs
- Jumbo Roll width: 1400 mm

Product Properties

- Increased productivity
- Economical product
- High cutting performance

Workpieces

- Hard Wood
- Resinous wood
- Titanium alloy
- Stainless steel
- Nickel alloys
- Normal steel

Operation / Applications

- Sanding of surfaces and edges
- Sanding with Dry applications
- Wheel & Disc types of products

Olympus Abrasives Co.
57, Analipseos, Ano Glyfada, 16562, Greece
Tel: +30 210 5153658, Fax: +30 210 5150770